
SEE CASTING 

ADJUSTMENT DETAIL

FRAME AND COVER:

EJIW 1050A

PRECAST CONC.

ADJUSTING RINGS

   FOR WATER MAIN SIZES 8" OR LESS,

FOR WATER MAIN SIZES 10" THRU 12",

FOR WATER MAIN SIZES GREATER THAN 12" THE VAULT SIZE WILL BE DETERMINED AT PLAN REVIEW.

(NO MORE THAN 2 RINGS

OR 12" OF ADJUSTMENT)

CONC. BOTTOM

6" MIN. CAST-IN-PLACE

PRECAST CONC. OR

THRUST BLOCK

CONCRETE

MAIN

EXIST. WATER

BEDDING MATERIAL: CA-7

GRANULAR PIPE

CONCRETE SUPPORT

FINISHED GRADE

WATER MAIN

NOTES:

1. ECCENTRIC CONE REQUIRED

2. USE 4'-0" DIAMETER

   USE 6'-0" DIAMETER

(MINIMUM 8" X 8" BLOCK)

DATE:

FILE:

AUGUST 2014

VILLAGE OF NEW LENOX

STANDARD DETAIL

FOR

PRESSURE CONNECTION

VALVE VAULT

DETAIL NO. 13

NO SCALE
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ALL MATERIALS MUST BE "MADE IN USA".


